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WARNING: For tree climbing only. This activity is dangerous.
Understand and accept the risks involved before participating.
You are responsible for your own actions and decisions.
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Before using this product, read and understand all instructions and
warnings that accompany it and familiarize yourself with its capabilities
and limitations. We recommend that every user seek qualified
instruction in the use of this equipment.

Failure to read and follow these warnings
can result in severe injury or death!
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TYING THE ROPE BRIDGE STOPPER KNOT

Tie this knot at one the end of the bridge
rope leaving at least 3 inches of tail. Pass
the rope from outside to inside of one
rigging plate using the top hole, pass it
through the ring, then through the top
hole on the other plate, from inside to outside. Tie another stopper knot on the outside where
the length of rope between the two rigging plates forms the bridge length you want.

TOOL ATTACHMENT DETAILS
These rings, gaps, loops and snaps are
NOT FOR LIFE SAFETY

BUTT STRAPS
Adjust length to position
leg loops for best comfort

Three TOOL SLOTS for a Rock Exotica transPorter,
Petzl Caritool, or carabiner

WELDED RINGS for attaching suspenders

ALUMINUM DEEs are rigid, durable and stand
out from the belt for fast, easy access to tools
NOT FOR LIFE SAFETY

GEAR LOOP

Two SNAP HOOKS

ALUMINUM RING on
tether for chainsaw

Important User Information for Life Safety Equipment
For your safety and to get the most out of your New Tribe saddle, please read and follow these directions. This information applies equally to the
saddle and to the bridge rope and hardware of the saddle.
Inspection and retirement Inspect your equipment for signs of wear and damage before and after each use. It is vitally important that your
equipment be in good condition. Damaged equipment must be retired immediately. Any time you retire a piece of gear, destroy it to prevent
future use.
Safe life expectancy The nylon components of climbing equipment degrade over time. Seven years is considered the safe life of nylon climbing
equipment when it is stored properly and never used. With normal use and proper care, the safe life expectancy of your equipment is approximately three years, and can be longer or shorter depending on how frequently you use it and on the conditions of its use and storage.

INSPECTION CHECKLIST Retire life safety equipment immediately when any ONE or more of these apply:
—there is any kind of rip or hole in the webbing or rope.
—the webbing or rope is burnt, singed, or melted.
—there are any torn or pulled threads or heavy abrasion to the webbing or rope.
—there is dirt or grit imbedded in the webbing or rope.
—the fabric chafe wrap that protects the webbing in places of hard wear is worn off or frayed.
—the webbing or rope is faded or discolored from exposure to ultraviolet light, moisture, solvents, fumes or bleach.
—any one of the buckles is cracked, corroded, has a burr, or is damaged or deformed in any way.
—any one of the rigging plates is cracked, corroded, has a burr, or is damaged or deformed in any way.
—it has been involved in a fall. Retire it immediately even if there is no visible damage.
—it is seven or more years past the manufacture date. Retire it immediately even if there is no visible damage.
—you have any doubt about its dependability. Retire it immediately even if there is no visible damage.
Maintenance and storage If your equipment becomes soiled, it can be washed in cold water with a mild non-detergent soap. Hang to dry in a
well-ventilated area out of direct sunlight. Do not dry in an automatic dryer. Prevent exposure to flame or high temperatures. Keep equipment in
a clean, dry, dark place off of concrete and away from acids, alkalis, exhaust emissions, rust and strong chemicals. If the equipment becomes
wet, allow to dry completely before storing. Metal hardware parts (rigging plates, buckles, etc.) should be cleaned and dried. Minor sharp edges
may be smoothed with a fine abrasive cloth before cleaning.
Repairs and Alterations We recommend that all repair work be done by New Tribe. All other repair work or modification of the equipment may
void the warranty and releases New Tribe, Inc. from all liability and responsibility as the manufacturer.

Warranty and Returns
One Year Limited Warranty
Every product sold by New Tribe carries a one-year warranty against defects in materials and workmanship. New Tribe will repair or replace the
defective product at no charge and return it to you. You are responsible for all shipping costs.
Coverage terminates if you sell or otherwise transfer the product.
This warranty does not cover any problem that is caused by abuse, misuse, or an act of nature (such as a flood). Also, consequential and incidental damages are not recoverable under this warranty.
To make a claim under this warranty, call New Tribe at 541-476-9492 or 1-866-223-3317 to request a Return Authorization Number. Mark the
package with the Return Authorization Number and include a note listing the invoice number of your purchase, your contact information and a
short description of the problem. Ship your product to New Tribe, 5517 Riverbanks Road, Grants Pass, OR 97527.
We will inspect your product and contact you within three working days to give the results of our inspection. Depending on our findings, New
Tribe will repair or replace your product or refund your purchase price, at our sole discretion.
This warranty gives you specific legal rights, and you may also have other rights which vary from state to state.
Returns
You may return your New Tribe product for any reason. Please call New Tribe at 541-476-9492 or 1-866-223-3317 to request a Return Authorization Number. Mark the package with the Return Authorization Number and include a note listing the invoice number of your purchase, your
contact information and, if you wish, a short description of the problem. Ship your product to New Tribe, 5517 Riverbanks Road, Grants Pass, OR
97527. You are responsible to pay for return shipping.
We will inspect your New Tribe product and contact you within three working days to give the results of our inspection.
If we receive your return within 30 days after date of purchase, and if the product is in new, unused and saleable condition, we will accept your
return and refund your purchase price less the original shipping charge. If your product shows signs of use or soil, we cannot accept the return
and will discard it or send it back to you, per your request.
If we accept the return of your New Tribe product but receive it 31 to 90 days after date of purchase, we will refund your purchase price less a
restocking fee of up to 25%. No returns will be accepted if received more than 90 days after date of purchase.
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